ALLEGATO 1

MAXOP cable for cable winch system FILO

§yeyid I sistema di divaricazione Maxop cable winch
ADR 100.01 [Basamento - Euro rail (25 x 10mm) 2
AR 110.35 MAXOP pillar 35¢cm, incl. hole 312 mm/dcm y)
AR 130.22 MAXOP crossbar 22¢m 1
AR 140.50 MAXOP MAXI frame arm 50c¢m, angled 2-fold 1
AR 14496 MAXOP extension arm 2x 48cm/@12mm 1
AR 143 .45 MAXOP stack 45cm/@12mm, retta 2
AR 150.02 MAXOP P-Clamp {pillar), B16mm+@12mm 4
AR 160.02 MAXOP S-Clamp (support arm), @12mm+@8mm 4
|AR170.02  |MAXOP Q-Clamp (quick) with lock 4
AR 130.02 MAXOP hlade holder "Press-Turn-Locking™ (swivel or fixable), 20cm 4
AR 905.40 "Swan neck"” filre optic light cable 40cm @5mm, inclL.adapter {K.Storz, R.Wolf, ACM) 1
AR 01.90.080 Kirschner Divaricatore addominale 90mm/ 80mm 2
AR 01.85.060 |Kirschner Divaricatare addominale 85mm/ 60mm 2
AR 06.90.140 | Divaricatore regolabile 90mm/140mm 1
AR 06.90.165 | Divaricatore regolabile 90mm/165mm 1
AR 05.50.165 | Divaricatore-valva c.fessure 50mm/165mm 1
AR 05.80.165 [Divaricatore-valva ¢.fessure BOmm/165mm i
AR 177.01 MAXOP cable winch system {without cable), detachable 4
1AR 177.60

b
o




